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WEATHERABILITY
Magnum® flexible magnetic sheeting 
performs well in adverse weather 
(such as rain, sleet and snow), and in 
temperatures from -15° F to 160° F  
(-26° C to 71° C). UV coating will protect 
inks and increase weatherability. 

MAGNETIZATION
Our state-of-the-art, multi-pole 
magnetization method provides optimal 
holding power for affixing signs to 
painted or coated metallic surfaces.

OUR PROMISE  
TO CUSTOMER SERVICE
We pride ourselves on unparalleled 
customer service—not just lip service. 
We offer genuine, customer-oriented 
solutions that beat the competition. 
Rely on the Magnum® promise:  
Quality, Service, Delivery, Value. 

The next time you’re in the market for 
flexible magnetic sheet, strip, custom 
profiles or magnet related products, 
demand the brand that keeps its 
promise—demand the Magnum® brand.

Sign in a Tube® packaging concept for magnetic vehicle signs.

The revolutionary, simple, patented storage tube prevents your vehicle sign from being scratched, punctured, 
warped, or misshapen and ensures your sign project the professional image you and your customers desire. 
Each sturdy tube contains two 30 mil (.76mm) printable white magnetic sheets. Two standard sizes are 
offered with the choice of either rounded corners or square corners. Sign in a Tube®  
can be silk-screened or vinyl-lettered to create bold, attention-grabbing vehicle  
signs. Care and cleaning instructions are printed on the side of each tube  
for quick, easy reference by the user. 

Sign in a Tube® Features
   Two (2) blank, precut magnetic sheets for silk   
 screening or vinyl lettering per tube. 
   A convenient, reusable, space saving storage   
 container— 14 in. (356 mm) long x 4-1/8 in.    
 (105 mm) in diameter. 
   Protection against scratching, marring and warping.
   Care and cleaning instructions are printed on  
 the side of each tube.

PRODUCT SPECIFICATIONS

Sign in a Tube®

Part #/Product Size
Overall Total  
Thickness

Minimum Magnetic 
Pull lbs/ft2 (kg/m2)

Approximate 
Shipping Weight 

Per Tube

12X18SIGN-RC  
(Round Corners) 
30 mil (.76 mm) matte 
white vinyl sign blanks

12" x 18"
305 mm x  
457 mm

0.032" 
(.81 mm)

85 lbs/ft2 
(415 kg/m2)

2.5 lbs. 
(1.1 kg)

12X18SIGN-SQ  
(Square Corners) 
30 mil (.76 mm) matte 
white vinyl sign blanks

12" x 18"
305 mm x  
457 mm

0.032" 
(.81 mm)

85 lbs/ft2 
(415 kg/m2)

2.5 lbs. 
(1.1 kg)

12X24SIGN-RC  
(Round Corners) 
30 mil (.76 mm) matte 
white vinyl sign blanks

12" x 24"
305 mm x  
610 mm

0.032" 
(.81 mm)

85 lbs/ft2 
(415 kg/m2)

3.0 lbs. 
(1.4 kg)

12X24SIGN-SQ  
(Square Corners) 
30 mil (.76 mm) matte 
white vinyl sign blanks

12" x 24"
305 mm x  
610 mm

0.032" 
(.81 mm)

85 lbs/ft2 
(415 kg/m2)

3.0 lbs. 
(1.4 kg)

Ask your Magnum salesperson about additional size, color, finish, and top-coating options.   
Tolerances: Widths: +/-.03" (.79 mm); Lengths: +/-.06" (1.58 mm)
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